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Product Overview

The FT7200-Series RackMate monitors are industrial overfill and static ground monitors intended for use with liquid transfer
process control systems. These monitors ensure safe loading and unloading conditions are maintained throughout the duration of
the liquid transfer.

The RackMate monitors are designed as part of a reliable wet/dry sensing and static ground connection system for mobile vessels
transporting hazardous and volatile liquids. The monitors are equipped to provide a grounding connection to safely dissipate any
static buildup, providing a safe operating environment for the liquid transfer process to be conducted. Additionally, the monitors can
verify this ground connection using one of three different ground verification methods.

Dixon® prides itself in the quality and reliability of our products. With Dixon products end-to-end, operators of any size can work with
less downtime and greater confidence in the reliability of the monitoring system. Dixon’s mechanical and electronic equipment is
designed to withstand the harsh environments that tankers are exposed to. Products are developed with safety, reliability, usability,
and customer satisfaction as the primary focus.

Model (part #) Overfill Sensor Ground Verification
FT7215 2-wire “black and white” yes
FT7247 none (ground verification only) yes

Features and Benefits

« Overfill detection and ground verification in a single unit (FT7215)  « Configurable for different ground verification methods

« Suitable for installation in hazardous locations  Bright multicolor indicators are clearly visible in all conditions
* 5 Amp form C relay + Bypass system with key fob
» Compatible with 2-wire sensors meeting AP11004 and/or * 120 VAC operation

EN13922 standards

+ Rugged enclosure with 4 entries for easy configuration
» Provides grounding connection to safely dissipate any and installation
static buildup

Approvals and Certifications

Some components of this product carry approvals and/or certifications

Enclosure — The instrument housing carries UL, CSA, ATEX, and IECEx approvals.

Class |, Division 1, Groups A, B, C, and D; Class Il, Division 1, Groups E, F, and G; Class Ill; Class |, Zone 1,

uL AEx db IIC Gb; Zone 21, AEx tb IlIC Db; Ex tb IlIC Db; IP66/IP68/TYPE 4X
CSA Class |, Division 1, Groups A, B, C, and D; Class ll, Division 1, Groups E, F, and G; Class Ill; Class |, Zone 1,
AEx db IIC Gb; Zone 21, AEx tb Il1IC Db; Ex tb IlIC Db; IP66/IP68/TYPE 4X
ATEX Flameproof protection; Il 2GD; Ex db IIC Gb; Ex tb IlIC Db; IP66/1P6
IECEXx Flameproof and dust protection; Ex db IIC Gb; Ex tb IlIC Db; IP66/1P68
CE EU and IECEx Attestation of Conformity
Zener Barrier
UL CoC 20190321 - E106378 RepRef 19960425 UL E106378 cULus
ATEX ATEX certificate: BAS 01 ATEX 7005 ATEX marking: 1 11 (1)G [Ex ia Ga] IIC, Il (1)D [Ex ia Da] llIC, | (M1) [Ex ia Ma]
| ATEX certificate: TUV 99 ATEX 1484 X ATEX marking: 111 3G Ex nA IIC T4 Gc
IECEx certificate: IECEx BAS 09.0142 IECEx BAS 17.0091X IECEx marking: [Ex ia Ga] IIC, [Ex ia Da] IlIC,
IECEx .
[Exia Ma] | Ex ec IIC T4 Ge
FM FM 17 US 0370
Refer to included instruction manual for detailed requirements.
Relay
uL/C-UL File No. E41515
VDE EN/IEC IEC/EN 60335-1, IEC60079-15

FT7200-Series RackMate Monitors 877.963.4966 - dixonvalve.com 3



The RackMate monitors are intended for installation and operation at industrial fluid transfer facilities, handling both hazardous and
non-hazardous materials. As such, the RackMate 7200-Series monitors are designed to meet all required safety standards to operate

in these hazardous environments.

Applied Design Standards

Declaration of Conformity

CSA C22.2 NO. 60079-0
CSA C22.2 NO. 60079-1
CSA C22.2 NO. 60079-11
CSA C22.2 NO. 61010-1-12
CSA C22.2 NO. 157-92
CSA C22.2 NO. 30-M1986

UL 60079-0
UL 60079-1
UL 60079-11
UL 61010-1
UL 913

UL 1203

The table below summarizes the hazardous locations in which the FT7200-Series RackMate monitors are designed for.

Division
Installation in

Connection to

CD/IIB = Ethylene and Propane

NEC 500 NEC 505
CLASS| CLASS|
1 2 Zone 0 1 2
CD CD 1B 1B
CD CD 1IB 1B 1B

The use of the RackMate monitors in the hazardous locations listed above assumes the following conditions are met and that all

installation requirements are observed.

Specific Conditions of Use

1. The ability of the FT7215 RackMate monitor to interrupt the loading process and prevent an overfill is dependent upon proper
integration into the loading system. Interruption testing is a critical requirement during the commissioning process to verify that

the monitor is ready to be put into service.

2. Substitution of parts may impair functional and intrinsic safety. Repair only with genuine Dixon® components, following

approved procedures.

3. Do not open enclosure while hazardous vapor is present, or while the unit is energized.

4. The electrical safety of the system is dependent upon using the monitor with appropriately rated sensor equipment. Consult

an intrinsic safety system designer before connecting equipment to ensure the complete system is in compliance with applicable

I.S. Standards.

877.963.4966 - dixonvalve.com
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Safety Protection Concepts

To achieve safe operation in hazardous environments, the following safety measures and protection concepts are employed in the
monitor’s design.

Flameproof/Explosionproof Enclosure (Ex d/XP)

The monitor’s enclosure has been independently tested and proven to withstand internal ignitions and prevent the transmission of
any internal flames. The enclosure has also been independently verified to meet IEC60529 IP66/IP68 water and dust resistance
requirements. See approvals and certifications section above for details. A certificate of compliance for the enclosure is included
with each RackMate unit.

Intrinsically Safe Circuits (Ex ia)

Output circuitry coming from RackMate monitors are designed to meet intrinsically safe requirements, making them incapable of
causing an ignition. In addition to the intrinsic safety built into Dixon's module, a secondary intrinsic safety barrier is installed in the
RackMate unit. The secondary barrier has been independently certified to CSA/UL 60079-11 standards for intrinsic safety protection,
and the barrier’s certificate of compliance is included with each RackMate unit. Even under a failure scenario, the intrinsically safe
outputs will not exceed the entity parameters listed under |.S. CIRCUIT ENTITY PARAMETERS

Prospective Device Markings
Ex/AEx db [ia Ga] IIB T4 Gb -20°C<Ta<60°C

Technical Specifications

Electrical Characteristics

Specification Min. Nom. Max. Units
supply voltage 100 125 VAC
supply frequency 50 60 Hz
supply power 5 WATTS
supply wire gauge 18 AWG
relay contact voltage 120 VAC
relay contact current 5 A
relay/sensor wire gauge 20 AWG
operating temperature -20 60 °C

-4 140 °F

humidity 0% 100%
length 6.42 in
163 cm
width 7.97 in
202.4 cm
depth 8.45 in
214.5 cm
weight 15 Ibs
maximum ground loop resistance 2000 0

I.S. Circuit Entity Parameters

Zener Uo/ lo/ Po (W) Groups Co/Ca (pF) Groups Lo/La (mH)
Barrier Voe Ise AB CE D,FG AB CE D,FG
Terminals V) (mA) (1c) (IB) (I1A) (nc) (IB) (I1A)
1 or4to GND 16.8 143 0.6 0.38 1.13 3.04 1.63 4.89 13.04
1+ 41to GND 16.8 286 1.2 0.38 1.14 3.04 0.24 0.72 1.92
FT7200-Series RackMate Monitors 877.963.4966 - dixonvalve.com



FT7200-Series RackMate Monitor Introduction

Bill of Materials

Description Qty
EX700 explosionproof enclosure
DIN rail, 15 mm
FT7200 DIN package assembly
Zener barrier
bracket, mounting, FT7200
faceplate, FT7200, engraved
screw
screw, #6-32 X 3/8" LG, with ext. tooth washer, SS
plug, 3/4 NPT, explosionproof

=
O o N o A WIN = O
3

N N DA IN 2 A A QA

—_
o

tape, foam, polyurethane, adhesive back

NOTE: Not all labeled parts are available for purchase individually
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Setup and Installation

Precautions

FT7200-Series monitors are suitable for installation in ordinary and specific hazardous locations defined by NEC NFPA70, CEC C22.1,
IEC 60079-10, or other standards applicable in the local jurisdiction.

In order to make electrical connections to the RackMate monitor, the outer housing should be opened and the DIN rail assembly (with
barrier and monitor) removed and completely lifted out of the explosionproof housing. This is accomplished by removing the two
mounting screws that connect it to the mounting bracket and lifting the DIN rail and attached components out as one assembly.

A CAUTION: Installation should be performed by an appropriately qualified professional.

Mounting Diagram

The RackMate monitor is housed in an explosionproof enclosure with a glass window featuring four conduit entries. A black
faceplate visible through the window covers two DIN mount modules mounted at 45 degrees, these modules are the monitor and the
Zener barrier.

The Zener barrier is necessary to maintain safe operation in hazardous locations. It is recommended to wall mount the unit using
stainless steel or galvanized steel hardware suitable for the RackMate weight and the wall material.

13. |
276

1. Locate a sturdy area, large enough to install
the unit, then reference the diagram to drill
mounting holes. The RackMate unit should
be positioned at eye level, with indicators
facing the typical operator position for
greatest visibility. The enclosure can
withstand rain and sun exposure but will last 337
longer when protected from the elements.

2. Level the bolt pattern and drill four holes.

3. Have another person lift the monitor into
position in front of the drilled holes. 7L

4. Insert the anchors or bolts through the slots
in the explosionproof enclosure.

5. Tighten all fasteners and check that the
monitor is secure.

FT7200-Series RackMate Monitors 877.963.4966 - dixonvalve.com 7



Electrical

Wiring Diagram

The connections provided at terminals 1, 2, 3, and 4 are intrinsically safe and as such must be kept separate from non-intrinsically
safe connections. In accordance with electrical code requirements, separate conduit entries must be used for intrinsically safe and
non-intrinsically safe connections such as relay connections and power supply lines.

All unused entries must be safely covered.

5 7
° (YY)
Factory Wiring
L o000
~ oo —d RackMate FT7200-Series
Zener Barrier 65
DIN Package
Sensor Connections 43 141516
(FT7215 RackMate SC models only) [ X J ee .I Normally Open
G d Verification C . I2 1 I Common
t t
round Verification Connections I.. Normally Closed
oreen_| ° 8 910
. (XX
I ..
Line
Neutral ]
Intrinsically Safe Electrical Connections
Zener Barrier External Connection Peripheral Rack Cord Pin No.
4 2W sensor black sensor 5
3 2W sensor white ¥ sensor 10
2 ground connection < tank/trailer ground GND
1 ground receive tank/trailer ground 9

Non-Intrinsically Safe Electrical Connections

RackMate Terminal Position
‘I*
2*
3*
5*
7*
8
9
10
14
15
16

* Factory wired connections

Connection

ground
ground
ground verification connection
two-wire signal (black)
two-wire signal (white)
120 VAC line
120 VAC neutral
ground
normally closed relay connection
common relay connection
normally open relay connection

8 877.963.4966 - dixonvalve.com
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Sealing Fittings

Sealing fittings are required within 18 inches of each enclosure entry used. These prevent conduits from passing hazardous vapors
or propagating flames. Sealing fittings are installed in line with the conduit, then filled with sealing compound once wiring has been
installed and verified. Sealed downstream junction boxes containing intrinsically safe circuits may be serviced without danger.

Instructions provided below are general guidelines and may not cover local codes or requirements.

. Sealing fittings are required within 18" inches of the enclosure.
. The supply connection to the monitor must be made with rigid metal conduit.
. Any unused cable entries must be blocked with appropriately rated Ex stopping plugs.

A W N =

. Main supply must be fed from a circuit breaker protected line. The circuit breaker in-line with the RackMate monitor must have a
breaking capacity of 10,000A or more.

5. Each enclosure entry point is intended for isolated connection to the RackMate monitor. I.S. and non-1.S. wiring must not use the
same cable entry.

6. Remove the lid from the enclosure by first loosening the lid setscrew, then rotate the lid counterclockwise. Exercise caution when
removing the lid, as it is not tethered to the enclosure and could fall once threads disengage.

7. Remove the two mounting screws that attach the DIN rail to the mounting bracket and lift the DIN rail and attached components
out as one assembly.

8. Install supply wiring into the appropriate terminals, referring to the diagram on the monitor DIN package.

9. A high-quality ground connection is critical to the operation of the RackMate monitor. Ensure the monitor is fed by a low resistance
ground circuit. Failure of the ground connection will prevent the monitor from operating normally.

10. Connect loads to the output relay terminals as necessary. One single-pole-double-throw (Form C) relay is available for customer
connection, having a common, normally closed, and normally open contact.

11. Verify that all cable entries have either a sealing fitting or stopping plug installed.
12. Once electrical installation is complete, re-install the lid then tighten the set screw.

WARNING: When closing the lid, ensure that no wires are caught in the joint. Tightening the lid while wires are in the
flame path may impair safety or damage the wires.

13. Verify proper functionality of the system by testing before putting into service. All conduit and cable gland threads to be installed
into threaded enclosure entries should use Teflon® tape.

FT7200-Series RackMate Monitors 877.963.4966 - dixonvalve.com 9



Configuration

Choosing a Compatible Wet/Dry Overfill Sensor

The RackMate SC is compatible with overfill sensors designed to meet the AP11004 and/or EN13922 standards. Most industry
standard equipment will fall under one or both standards. The monitor may also work with other products if their operation is similar.

This is an example of a Dixon® FloTech® 2W (black and white) overfill probe part # FT150.

Selecting a Grounding Mode

The ground verification mode must be selected before the unit is connected to power. Changing the ground verification mode can
only be accomplished by removing the DIN package from the explosionproof housing. Unsheltered units should be opened only in dry
weather to prevent rainwater from entering the enclosure and minimize moisture exposure. Ground verification mode is set using the
switches found underneath the cover on the top of the DIN package.

The cover can be gently removed with the tip of a screwdriver,
exposing the switch bank. Ground verification mode selection
depends on the customer’s expected equipment hardware and
will be unique for each installation.

Switch combinations for each ground verification method:

OlN m OlN m OlN OlN

Chassis Ground Ground Disabled
Ground Loop Bolt Ball

If a ground clamp is used, select “Chassis Ground Loop” mode. Chassis Ground-type ground verification is also typical for European
tankers. Ground Bolt and Ground Ball monitoring are typical ground verification setups found on North American tanker trucks,
particularly when transporting flammable or hazardous materials. Consult your trailer OEM for more information.

In some cases, no ground verification is necessary. This may be true particularly with non-explosive/non-hazardous location
applications, where a static ground connection may not be necessary. For these situations, the monitor's ground verification switches
may be disabled. If you disable the ground verification circuit by setting both DIP switches OFF and disconnect the ground verification
connection, the lower polygonal indicator will illuminate blue continuously and the relay will always be active and ready to be
energized once the sensor indicates that it is dry.

10 877.963.4966 - dixonvalve.com FT7200-Series RackMate Monitors



Installation Examples

ZONE1

SEALING
POWER INPUT FITTING
4y

Vs

10,000A
BREAKING
CAPACITY

RACKMATE

SC [ |

XP/EXd JUNCTION
BOX

DIXON

RACK CORD
CONTROL cKco

CIRCUIT

{PLC/TAS |

This is an installation showing the RackMate SC installed complete with sealing fittings and a Dixon® rack cord for sensor and ground
connection to the socket.

ZONE 1

ZONE 0
SEALING
POWER INPUT FITTING
° ° CANE
iy PROBE
e
10,000A
BREAKING

CAPACITY
RACKMATE

SC [ |

XP/EXd JUNCTION
BOX

CONTROL
CIRCUIT
. . GROUND
CLAMP
PLC/TAS
XP/EXd

This is an installation showing the RackMate SC installed complete with sealing fittings and a Dixon cane probe for wet/dry sensing
and a Dixon ground clamp providing ground connection.

FT7200-Series RackMate Monitors 877.963.4966 - dixonvalve.com 11



Operation

Interface

When the sensor detects a dry condition and a verified
ground is confirmed, the status indicators illuminate and
the relay energizes.

The RackMate SC has two
trapezoid shaped indicators,
the upper indicator shows wet/
dry state of the sensor, and the
lower indicator shows ground
verification state.

The lower indicator flashes pink
when the unit is initially powered
on. This is part of the firmware
initialization routine.

The upper indicator lights up
yellow when the monitor has
been placed in bypass mode.

FT7215

If the trapezoids are alternately flashing red, the monitor
is in an error state. In case of error, please contact Dixon®
Technical Support +1 877.582.3569.

There are no user-serviceable parts inside of the
RackMate SC DIN package.

When the monitor is connected to a vessel and the unit
has verified ground, the indicators light up and, the relay
energizes.

The RackMate GV has two
trapezoid shaped indicators,
the upper indicator shows
red indicating unverified
ground state and the lower
shows blue indicating ground
verification state.

ROUND
T VERIFIED

ROUND VERIFIED

The lower lights flash pink RACKMEDE
when power is first applied. GV

The upper indicator lights up
yellow when the monitor has
been placed in bypass mode. FT7247

FT7247 RackMate GV monitors have no parts that will
require regular maintenance.

For information and technical support please contact
Dixon Support +1.513.874.8499 OR 877.582.3569

Conditions

Under normal operation conditions, the lights will
display as follows:

Sensor Wet: Upper trapezoid illuminates red
Sensor Dry: Upper trapezoid illuminates green
Ground Not Verified: Lower trapezoid illuminates red

Ground Verified: Lower trapezoid illuminates blue

RED’ o 4’
RED RED

Sensor: wet Sensor: dry
Ground: not verified Ground: not verified

- l’
BLUE

Sensor: wet
Ground: verified

GREEN”
BLUE

Sensor: dry
Ground: verified

Relay Energized

12 877.963.4966 - dixonvalve.com

Under normal operation conditions, the lights will
display as follows:

Ground Not Verified: Upper trapezoid illuminates red
Ground Verified: Lower trapezoid illuminates blue

RED

OFF

Ground: not verified

OFF

BLUE
Ground: verified

Relay Energized

FT7200-Series RackMate Monitors



Bypass

If the RackMate monitor is connected to equipment that is unable to satisfy the
permit conditions, the monitor may be bypassed to enable the loading/unloading
process to proceed. Bypass mode is engaged by means of a plastic fob.

FT7215: Bypassed wet/dry monitoring may result in
overfills or fuel spills. Improper or inadequate grounding
can lead to static discharge and ignition.
USE EXTREME CAUTION!

Once the RackMate SC has been put into bypass
mode, it will remain in the permit state until

the bypass is manually ended (by the same
sequence) or 30 minutes has elapsed.

FT7247: Bypassing ground verification can lead to static
discharge and ignition. USE EXTREME CAUTION!
Once the RackMate GV has been put into bypass
mode, it will remain bypassed until the bypass is

manually ended (by the same sequence) or 30
minutes has elapsed.

To engage the monitor's bypass function, complete the following sequence:

1. Place fob against
front of enclosure

2. Once indicator
begins to flash
yellow, remove fob

3. While indicator turns
pink, replace fob and
immediately remove it

4. Indicator will turn solid
yellow and bypass
mode is active

Bypass mode active
Relay Energized

Once the RackMate monitor has been put into bypass mode, it will remain bypassed until the bypass is manually ended (by repeating
step 1 as described above), or automatically once 30 minutes has elapsed.

A CAUTION: The relay is energized in this state, and ALL safety checks are bypassed.

FT7200-Series RackMate Monitors 877.963.4966 - dixonvalve.com 13



Output Relay

Connections to the output relay should be made based on application specific logic and control requirements. RackMate models
feature a single DRY FORM C (SPDT) relay with 3 contacts:

— 14 NC

(NO) Normally Open 15 COM

(COM) Common — 16 NO

a8

=0
20
20

(NC) Normally Closed

FORM C RELAY

The output relay is intended for switching low-power signals such as those typically used in control systems. It is rated for a 5 Amp
load at 250VAC/30VDC.

Maintenance

BT

Service should be completed only by a qualified hazardous location technician.

Do not open enclosure while unit is energized.

Do not open enclosure while explosive atmosphere is present.

Do not touch or clean the equipment while explosive atmosphere is present.

Replace parts with genuine Dixon® or approved equivalent parts; substitution may impair intrinsic safety.

Do not repair any flameproof joints; repair may impair enclosure’s flameproof protection. Contact Dixon if flameproof joint is damaged.

RackMate monitors have no parts that will require regular maintenance. If needed, clean only with a damp cloth. Corrosion inhibiting
grease or soap thickened mineral oil (a type that does not harden because of ageing, does not contain an evaporating solvent, and
does not cause corrosion of the joint surfaces) can be added to the base to lid threads.

Caution should be exercised when opening the enclosure to avoid the introduction of water or excess moisture. Moisture within the
enclosure may lead to corrosion and shorten the lifespan of the unit.

1. If service requiring the opening of the enclosure is required, first disconnect power from the unit
2. Once the unit has been powered down and hazardous gases have dissipated, loosen the locking screw found on the cover

3. Unscrew the cover and verify the O-ring gasket is present and in good condition. Replace the O-ring if it is loose or damaged.
Inspect the interior of the enclosure for condensation or pooled water. The presence of water will cause corrosion and/or failure
and should be fixed immediately. If water or condensation is present, replace O-ring, inspect conduit entry threads and reapply
corrosion inhibiting grease if needed. Verify integrity of the conduit-sealing fittings. If necessary, add sealing compound to fortify
watertight seal. Re-inspect after next rain to ensure water has not entered the enclosure. If water still enters enclosure, contact
Dixon support for further assistance.

. Verify all wire terminals are tight
. Install enclosure lid
. Tighten setscrew

. Re-energize unit

0o N o oo b

. Verify operation before returning to service. If monitor is malfunctioning, contact Dixon support for further assistance.
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Accessories

The A540-Series ground clamps are key to
creating a quality temporary connection for
antistatic grounding applications. The clamp has
three isolated stainless steel teeth, ensuring the
clamp will penetrate dirt, corrosion, and road grime
when in use. The clamp operates by recognizing
when it is disconnected and provides ground and
a ground-verification signal in a single clamp. The
clamp is tethered to a high-durability coiled cord
using a steel cable reducing strain on the cable
joint and extending the life of the cable.

Dixon ground clamp assembly FT690 provides a quality
temporary ground connection when required during loading
and unloading operations.

FT690

Technical Assistance

WARRANTY

For warranty claims and information
regarding coverage,

please contact Dixon Support at

+1 (513) 874-8499 OR (877) 582 3569

SUPPORT

Dixon Bayco

7280 Union Center Blvd

West Chester Ohio 45014

+1 (513) 874 8499 OR (877) 582 3569
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IXON

The Right Connection®

Dixon®

1 Dixon Square

Chestertown, MD 21620
Phone: 877-963-4966

Fax: 800-283-4966

Email: sales@dixonvalve.com
dixonvalve.com

For Sales and Service Contact

Europe: Canada:

Dixon Group Europe Ltd. Dixon Group Canada Limited

Preston, England Mississauga, Ontario

Phone: +44 (0) 1772 323529 Phone: 905.673.5999

Fax: +44 (0) 1772 314664 Toll Free: 866.436.1125

Email: enquiries@dixoneurope.co.uk E-mail: isales@dixongroupcanada.com
USA: Mexico:

Dixon Dixva, S. de R.L. de C.V.

Chestertown, Maryland Mexico City

Phone: 877.963.4966 Phone: 01-800-00-DIXON (34966)

Fax: 410-778-4702 Fax: 01-81-8354-8197

Toll Free: 800-355-1991 E-mail: contactenos@dixonvalve.com.mx
E-mail: dixonbayco@dixonvalve.com Dixva, S. de R.L. de C.V.

Monterrey, N.L

Asia Pacific: Phone: 01-800-00-DIXON (34966)

Dixon (Asia Pacific) Pty Ltd Fax: 01-81-8354-8197

Wingfield, South Australia E-mail: contactenos@dixonvalve.com.mx
Phone: +61 8 8202 6000

Fax: +61 8 8202 6099 Singapore:

E-mail: enquiries@dixonvalve.com.au Dixon Valve (Singapore) Pte Ltd

Phone: 66.6232.5272
Fax: 65.6232.5270
E-mail: customerservice@dixonvalve.com.sg
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